
Commercial Flushometer 
Floor-Mounted Toilet - 1.0/1.28 GPF 

FEATURES I I 

Floor-mounted 
Elongated front bowl 
Optional CEFlONTECrO glaze prevents debris 
from sticking to ceramic surfaces, making them 
easier to clean 
Clear glazed trapway coating 
10"-12' rough-in 
Designed for reclaimed water use 

MODELS 

CT705UNGX 
Commercial, floor-mounted toilet with 
CEFIONTECT ceramic glaze 
CT705UNX 
Commercial floor-mounted toilet 

ADDITIONAL ITEMS @ CEFIONTECT 

SC534 seat 
SC134seat 

v a b  sold separately 

Standard 
$01 Cotton 

PRODUCT SPECIFICATION 

The floor-mounted, low consumption siphon jet flushing 
toilet shall be 1 .O or 1.28 GPF (3.8 or 4.8 LPF) when 
paired with a flush valve of corresponding flush volume. 
Toilet shall have optional CEFIONTECT ceramic glaze. 
Toilet shall be TOT0 Model Cn05UN(G)>C_. 

CODESISTANDARDS 
Meets and exceeds ASME A1 12.19.2/CSA 845.1 
Certifications: IAPMO(cUPC), State of 
Massachusetts, City of Los Angeles, and others 
Code compliance: UPC, IPC, NSPC, NPC Canada, 
and others 



Commercial Flushometer 
Floor-Mounted Toilet - 1.0/1.28 GPF 

SPECIFICATIONS INSTALLATION NOTES 

DIMENSIONS 

Spuds are unique for TOT0 product. For replacement spuds, 
contact TOT0 for part number THU073RX. 

Can be used with exposed or concealed top inlet 
flush valves. 

TOT0 Redaimed Water flush valves are designed to perform 
bast when used with TOT0 Reclaimed Water urinaldtoilets and 
components. Although TOT0 Reclaimed Water products may 
be used in combination with other reclaimed water product 
brands, optimal performance might be impaired and attempted 
use with any non-compliant redaimed water product(s) could 
result in corrosion, leakage or void the warranty. 

1- (25.4mm) 
I.P.S. 

These dimensions end soecificetions are subject to change without notice &ps 
Ph: (888) 295-8134 1 Fax: (8W) 6994889 1 ~l~~~totouaa.com I O TOT0 USA 



TELI 05 Series 

FEATURES 

Self-generating hydropowered EcoPower system 
No minimum daily usage requirement 
Micro-sensor positioned underneath the spout 
head for accurate hand detection ensuring smooth 
and consistent water distribution 
Vandal resistant aerator housing 
Durable chrome plated spout body 
Single-hole mount 
Kit includes spout body, controller box, and 
mounting hardware - less supply lines 
Equipped with 0.5gpm flow control 

MODELS 

17 TEL105-D10E 
TELS105 (Standard Spout) 
TELC105-D10E (~ontwller: 0.09gpc. 
10 sec on-demand) 

TEL105-D10EM 
TELlO5-01 OE (Standard Spout Kit) 
TLM10 (Mixing Valve) 

17 TELlOIDlOET 
E L 1  05-01 0E (Standard Spout Kit) 
TLT1 OR (l%errnostatic Mixing Valve) 

I7 TEL105-C2OE 
TELSlO5 (Standard Spout) 
TELC105C20E (Controller: 0.19gpc, 
20 sec continuous) 

TEL105-C20EM 
TELl 05-C20E (Standard Spout Kit) 
TLMlO (Mixing Valve) 

TELlOX20ET 
TEL105-C20E (Standard Spout Kit) 
TLTlOR (Thermostatic Mixing Valve) 

COLORSIFINISHES 

#CP Polished Chrome 
#BN Brushed Nickel 
#PN Polished Nickel 

OPTIONAL ACCESSORIES 

T H P 3 1 W P  - 4" Cover Plate 
* THP3159#CP - 8" Cover Plate 

THP3237 - Swivel Coupling 

Standard EcoPoweP Faucet 

PRODUCT SPECIFICATION 

TOT0 Model # The faucet shall have 
hydropowered self-generating, EcoPower System. 
The faucet shall have maximum of 10 seconds on- 
demand flow (0.09gpc). or 20 seconds continuous flow 
(0.19gpc). Product shall have anti-scald shape memory 
alloy thermostatic mixing valve (-ET models only). The 
faucet shall have self-adjusting sensor. 

CODESISTANDARDS 

Operates below federally mandated consumption 
limit of 0.25gpc 
Complies to California Green Building Code, 
CALGreen of 0.20 gpc 
Meets or exceeds ASME A1 12.18.1MlCSA 8125.1, 
and NSF372-2011 
Certifications: IAPMO(cUPC), State of 
Massachusetts, and others 
California Green Code and City of Los Angeles 
Water Efficiency Ordinance 
ADA compliant 
Complies with federal and state statutes as 
low-lead (contains a weighted average of 0.25% 
lead or less) 

* For codes and standards of rnix~ng valves TLMlO and TLTlOR, 
please refer to correspond~ng product spec sheet 



TELI 05 Series 

SPECIFICATIONS 

Standard EcoPoweP Faucet 

NOTE 

Following the federal mandate for water efficiency 
outlined in the Environmental Protection Act of 1992, 
faucets can be rated for water consumption based on 
two categories: Flow Rate and Water Consumption. 
TOT0 uses the water consumption standard because 
it is the most accurate method of measuring water 
use. TOT0 faucets also comply with the CALGreen 
Guideline of water usage. 

Water 
On-Demand 110 sec.] faucet (O.09gpc) 
Federal Standard (0.259~~) - 64% less 
CAL Green (0.209~~) - 55% less 

Continuous [20 sec.] faucet (0.19gpc) 
Federal Standard (0.259~~) - 24% less 
CAL Green (0.20gpc) - 5% less 

"Gallons per cyde (gpc) IS the amount of water per usage cycle 
* On-demand refers to the way In which the water is dlspersed 6.e.. water IS only dispersed when the sensor IS activated by the user as needed) 
**' Continuous means that water is dispersed for a conhnuous 20 second cyde 

Available Mixing Valves 

HotfCold Mixing Tee (TLM10) Thermostatic Mixing Valve (TLT1 OR) 



TMTl N NC Series 
Non-Hold Open Toilet Flushometer Valve - 1.6 gpf 

FEATURES 

Manual operated, non-hold open, tollet 
flushorneter valve complete with 1' angle stop and 
1-112' vacuum breaker set 
Piston valve actlon wlth 1.6 gpf 
Leftlrlght rough-In 

MODELS 

TMTlNNC 
Valve only, RightlLeft hand rough 

TMTl NNC-32 (1 -112" Vacuum breaker) 
RightILeft hand rough 
Complete set supplied with: 
Vacuum breaker & angle stop set - VB9CP-32 

1 " Angle stop - 10077t3 
1-112" Vacuum breaker - 10075tl 
Spud nut & escutcheon - 71051Nt6 
Sweat solder kit - TH559EDVSJ3 

PRODUCT SPECIFICATION 

TOTO* Model No. 
Manual tollet flushometer valve, non-hold-open plston 

Optional Parts: type with self-cleaning debris screen and precise 
2-4000-J - Adapter for ground joint angle stops flushing capability Low consumption 1.6 gpf models 

10075~1 L - 24- L~~~ 1-112" vacuum breaker tube available. Pollshed Chrome exterior, angle Stop with 
back-check and vacuum breaker Included. 

COLORSIFINISHES 

#CP Polished Chrome 

CODESISTAN DARDS 

Meets or exceeds ASSE 1037, CSA 8125.3 
Certiflcatlons: IAPMO(cUPC), ASSE, State of 
Massachusetts, City of Los Angeles, and others 
Code Compllance: UPC, IPC, NSPC. NPC Canada, 
and others 
ADA compliant 



TMTI NNC Series 
Non-Hold Open Toilet Flushometer Valve - 1.6 gpf 

SPECIFICATIONS 

Warranty Three Year Warranty 
Material Bronze casting with 

polished chrome flnish 
Water Supply 1" NPT 
Fixture type Flushometer valve bowl 

1.6 gpf / 6.0 Ipf 
Supply water pressure 15 psi - 100 psi' 

These speclflcatlons are subject to change without notice. 
'Water preawes over 80 psl are not recommended for most Numbing fixtures. 
Check your local plwnblng code for detalk. 

'Adjustable to * 1M from standard 

Ph: (888) 295-8134 1 Fax: (800) 699-4889 1 www.totousa.com 1SS00036, v.03 
Pmtad In U.S.A. I TOT0 USA lW09 I Pflnted on recycled paper o 



TMUI NNC Series 

Non-Hold Open Urinal Flushometer Valve - 1.0 gpf 

FEATURES I 

and 314' or 1-1 14"vacu'um breaker set 
" 

Piston valve action with 1.0 gpf 
Leftlrlght rough-In 

MODELS 

TMUlNNC 
Valve only, RightlLeft Hand Rough I 
TMUl NNC-12 (314" Vacuum breaker) 
RlghtlLeft Hand Rough 
Complete set s u ~ ~ l i e d  with: 
vacuum breaker& angle stop set - VB9CP-12 

314' Angle stop - 10077t4 
314' vacuum breaker - 1007512 
Spud nut & escutcheon - 71051Nt5 
Sweat solder kit - TH559EDVSJl 

[7 TMUl NNC-22 (1-114" Vacuum breaker) 
RlghtlLeft Hand Rough 
Complete set supplied with: 
Vacuum breaker & angle stop set - V09CP-22 

314" Angle stop - 1007714 
1-114' Vacuum breaker - 1007515 
Spud nut & escutcheon - 71051 Nt7 
Sweat solder kit - TH559EDVSJl 

Optional Part: 
Z-4000-J -Adapter for ground joint angle stops 

COLORSIFINISHES 

#CP Poilshed Chrome 

CODESISTANDARDS 

Meets or exceeds ASSE 1037, CSA 0125.3 
Certifications: IAPMO(cUPC), ASSE, State of 
Massachusetts, City of Los Angeles, and others 
Code Compliance: UPC, IPC, NSPC, NPC Canada, 
and others 
ADA compliant 

PRODUCT SPECIFICATION 

TOTO* Model No. 
Manual type urinal flushometer valve, non-hold- 
open piston type with, self-cleaning debris screen 
and precise flushing capability. Low consumption 1.0 
lpW3.8 Ipf model. Accessories to include angle stop 
with check valve, vacuum breaker. Sweat solder kit, 
spud nut and escutcheon. 



TMUI NNC Series 

Non-Hold Open Urinal Flushometer Valve - 1.0 gpf 

SPECIFICATIONS 

Warranty Three Year Warranty 
Material Bronze casting with 

polished chrome flnish 
Water Supply 3/4" NPT 
Fixture type Low consumption urinal 

1 .O gpf / 3.8 Ipf flushometer type 
Supply water pressure 15 psi - 100 psi* 

These speclfkatlom are subject to change wlthout notice. 
'Water pressures over 80 psl are not recommended for most plumbing flxtures 
Check ywr local plumbing code lor details. 

( *Adjustable to + 112' from standard 

Ph: (888) 295-8134 1 Fax: (800) 699-4889 1 rmnnnr.totousa.com rS-00324. v.04 
Rlmed In U.S.A. TOT0 USA 10109 1 W e d  on recyded paper 0 



FEATURES 

Elongated open front toilet seat 
Mounting hardware included 

Commercial Seat 

COLORSIFINISHES SPECIFICATIONS 

#O1 Cotton 

PRODUCT SPECIFICATION 

Seat shall be model # SC534 Seat shall be solid 
plastic with open front seat. Seat shall have integral 
bumpers. Hinges to be color matched with metal 
stud and nut. 

PLEASE NOTE: 

Warranty 1 -year limited warranty 
Material Polypropylene 
Shipping Weight 6 Ibs. 
Shipping Dimensions 1&1/2' x 14-1/2' x 3' 

Cannot be installed with the following models: 
MS874114S(G), MS884114, MS914114, MS904114, 
CST774S, CST804S, CST414M, CST416M. CST464ME 
CST412ME & CST412MF.10. CST794EF and CSl794SF 

TOTO. These dimensions 

Ph: (888) 295-8134 1 Fax: (800) 699.4889 1 www.totousa.com I OTOTO USA 





0.5GPF Low Consumption Washout Urinal 

FEATURES 

0.5GPF 
Compact urinal with concealed integral trap 
Washout flush action with 3/4' top or back 
spud inlet 

MODELS 

UT104E 
Urinal with 3/4" top spud inlet 
UTlMEV 
Urinal with 314" back spud inlet 

ADDITIONAL ITEMS 

THU3010 
Stainless Steel Urinal Drain Cover 

FLUSH VALVES 

I m m  *TEUl LAILBICP -. . .- N l B C P  0.;- ' 
tTEU2IAl IRSS 0.SGPF 
*TEU31AI IRSS 0.5GPF 

*WaterSme Iisted CODESETANDARDS 

Meets and exceeds ASME A1 12.19.2/CSA 845.1, 
Certifications: IAPMO(cUPC), State of 

COLORSIFINISHES Massachusetts, City of Los Angeles 

Standard 
#01 Cotton 

Code compliance: UPC, IPC, ~ P C ,  NPC Canada, 
and others 
ADA compliant 

PRODUCT SPECIFICATION - 
The wall-mounted, ADA compliant, low consumption 
washout urinal shall be O.SGPFl1.9LPF when paired To complete a Watersense listed combination, the 

urinal must be paired with a flush vahre which is EPA 
with a 0.5GPF flushometer valve and 1 .OGPF/3.8LPF Watersense listed. 
when w aired with 1 .OGPF/3.8LPF flushometer valve. 
~rinal 's~ecif ied shall be model UT104F-. 



0.5GPF Low Consumption Washout Urinal 

SPECIFICATIONS INSTALLATION NOTES 

Water Use 0.5GPFl1.9LPF Adjust angle stop accordingly to prevent overflow. 
Flush System Washout flush action Confirm with local codes and standards for 
Warranty One Year Limited Warranty floor drain requirement. 
Material Vitreous china 
Min. Water Pressure 15 psi (flowing) 
Height (Urinal Only) 21-3/4' 
Width 13' 
Rim 14' 
Shipping Weight UTIWEM - 34.51bs 
Shipping Dimensions UTl WEM 

24' LX 13-3/4 W X  15-1/8" H 



KERACOLOR FF 
Mortero cementoso preconfeccionado, de altas prestaciones, modificado con polimero, hidrorrepelente, con 
DropEfFectB, para el relleno de juntas de hasta 6 mm. 

DATOS ~~CNICOS: 

Durscl6n de Is mezda: apwG 2 horas. 
Tiempo de espen antes del acabade 10-20 minutos. 
Transkabilidad: aprox. 24 horas. 
Puesta en servicioc 7-10 dias. 
Colorax 14 de la gama MAPEl 'Las Juntas coloreadas". 
Aplicaci&x llana de goma MAPEl o rasqueta. 
Acabado: esponja MAPEl o Scotch-BritebD. 
Almscenamhnto: 12 meses (sacos de 25 kg), 24 meses (sacos de 5 kg). 
Consume segun las dimensiones de la junta. 
Presentaci6n: 
- sacos de 25 kg; 
- cajas de 4x5 kg segtjn el color. 

IR A LAS SOLUCIONES KERACOLOR FF 
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a@$ inway ROUND RECESSED LED PANELS 

m 

PANELES LED EMPOTRARBLES CIRCULAR m 
w Alto brillo SMD LED como fuente de luz. 

Conductor de corriente constante, alta estabilidad y 
larga vida litil. 
w Placa de difusi6n de nivel 6ptico y placa de guia, bien 
distribuidos, 10s rayos de luz y alta eficiencia lurninosa. 

Respuesta instanthnea, sin parpadeos. 
rn Cascara de alurninio con alta resistencia, la cara es 
resistente a la corrosion y la oxidacion 
w Cuer~o de la lampara delgada, facil instalaci6n. 

a rn Aplicacidn: Oficina; Sala de reuniones. Hospital. 
Supermercados, Escuela, Universidades, Hotel, etc. 

Marca del Chip Led: Sanan5730 
Factor de Potencia: 20.9 
Eficiencia : 70-801mNV 
Voltajes: 90-1 40Vac 1100-265Vac 11 00-277Vac 
Grado de Protecci6n: IP20 
Frecuencia : 50160Hz 
CCT: 320OK 4WOK 6500K 

1) indice de Reproduccidn (IR) : >80Ra 
angulo de Apertura: 120" 

I) Material: 6063Alurninio + Shade PC 
Vida ~itil: >50.000hours 
Ternperatura de Operacidn : -20°C-50°C 

m 
m 
rn 

I) 
m 

I Modelo Potencia Lirrnenes Dirnensiones 
(al*(b)'(c) (dl 



m Color de luz: 3200K - 4000K - 6500K 

alambrado ag- 



%rivers para paneles LED 

oten-. 1 W-3W Entrada: 85-26SV Salida: 9-1 2V 
i b  tencias: 4W-7W Entrada: 85-265V Salida: 12-28V 

a tencias: 8W-12W Entrada: 85-265V Salida: 24-45V 
tencias: 12W-18W Entrada: 85-265V Salida: 36-72V 

t e n c i a s :  18W-25W Entrada: 85-265V Salida: 54-96V 

tencias: 1 W-3W Entrada: 85-277V Salida: 4-l2V 
4W-7W Entrada: 85-27N Salida: 12-24V 

tencias: 8W-12W Entrada: 85-27N Salida: 24-42V 
12W-18W Entrada: 85-27N Salida: 36-63V 
18W-24W Entrada: 85-277V Salida: 54-64V 

t e n c i a s :  1 W-3W 180-26OV Dimmer Salida: 9-1 2Vdc 
tencias: 4W-7W 180-260V Dimmer Salida: 15-27Vdc 

8W-12W 180-260V Dimmer Salida: 21-4SVdc 
otencias: 12W-18W 180-260V Dimmer Salida: 40-65Vdc 
otencias: 18W-25W 180-260V Dimmer Salida: 60-65Vdc 



PANELES LED EMPOTRABLES I 1 ROUND RECESSED LED PANELS 


