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WL De1122 Monitor 0 E2216H 

Help drive office productivity with the 
Dell 22 Monitor 

Essential features at a great value 
Enjoy the essential monitor features you need for everyday 
office use with this affordable 21.5" monitor. 

Discover easy compatibility with both legacy and future- 
ready PCs via VGA and Displayport connectwity. 

Create AlO-like simplicity in deployment by mounting a 
Dell Wyse thin client or Dell Optiplex Micro PC directly 
to available rear VESA mount area. 

Su~t your viewing preference with this monitor's 
tilt feature 

Reliable 
Comes with Dell's high reliability promise. 

Ga~n peace of mind with Dell's Limited Hardware 
Warranty1 and Advanced Exchange Service2. 

Plan fleet transitions easily with Dell's stable product 
cycles and worldwide product availability. 

Count on Dell's stringent quality standards that help 
ensure reliability to help minimize workforce downtime. 

Eco-conscious design 
Rest assured that the Dell 22 Monitor meets the latest 
environmental and energy efficiency standards. 

Help reduce your organization's carbon footprint and 
environment impact with the environmentally compliant 
Dell 22 Monitor. 

Conserve power with Power Nap, a feature found in 
Dell Display Manager. 

BFRIPVC-free monitor (excluding external cables) 

with arsenic-free glass and mercury-free LED panel. 

ENERGY STARm, TCO Certified Displays and EPEATa 
Gold3 compliant. 

Thank you 
for rnaking 
Dell Monitors 

#1 
worldwide* I 
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Tilt 

Dell 22 Monitor I E2216H 

Display 
Model number I E2216H 

Viewable image size (diagonal) ] 54.61 cm (21.5 inches) 

Active dlsplay area I 
Horizontal 476.06 mm (18.74 inches) 
Vertical 267.79 mm (10.54 ~nches) 

Maximum resolution Full HD 1920 x 1080 at 60 Hz 

Aspect ratio 16:9 

Pixel oitch 0 248 mm x 0.248 mm 

Brightness (typical) 250 cdlmZ 

Color gamut (typical) 85%' (ClE1976) 

Color depth 16.7 million colors 

Contrast ratio (typical) 1,000:l 

Viewing angle (typical) 
(vert~cal/horizontaU 

160" 1170" 

Resoonse time (tvoical) 5 ms black-to-white 

Panel technology 
Cor lnec t~v~ty  Image enlarged and iropped 

I TN (act~ve matrix -TFT LCD), anti-glare 

m show derail Backlight I LED 
Dell soundbar (optional) 

Connectivity 

Connectors 

fl &wlayPert 
S VGA 
Rb Servnd bar r m u m g  slats 

What's in the box? 

Components 
Monltor panel 
Stand (user and base) 
VESA trlm cover '1 

Cables 
DlsplayPort cable 
Power cable 

Documentat~on 
Qu~ck Setup Gulde 
Dr~vers and d~gltal med~a 
Safety and regulatory lnformat~on 

Dell recommends that customers dirpooe used cornpuler 
hardware, includitw moniton in an environmentally 
wxlnd manner. ~ ~ t c n t i a ~  nUth0ds lnciude muse of p a n s  
or whole producU and recyclmng of product components 
andlor matends For mwe ~nf&uon. please 
wul nllp //dell comlrecyclnggroerams 
and v&w dell w m / m r m m n l  

Design features 

Stand / Tilt only (Typical: P forward or 2T backward) 

VESA mounting support 100 mm x 100 mm 
(wall mount kit sold separately) 

Security 1 Security lock slot (security lock not included) 

Power 
AC input 
voltagelfrequency/current 

100 to 240 VACl5O or 60 Hz + 3 Hz1l.O A (typical) 

Power consumotion (tvoical) I 18W 

Power consumption (ENERGY STAR.) 18.2W 

Power consumption 
standbylsleep mode 

Dimensions (with stand) 
Height 1 396.7 mm (15.62 inches) 

Width / 512.2 mm (20.17 inches) 

Depth 1 180 mm (7.09 inches) 

Weight 
Weight (panel only - no stand) 1 2.84 kg (6.26 Ib) 

Weight (with stand) 1 3.63 kg (8.0 Ib) 

Shipping weight 1 4.85 kg (10.69 Ib) 

Standard senrlce plan 
3 Years Advanced Exchange 

Environmental compliance 
ENERGY STAR*, EPEAP Gold3. TCO Certified 

S e w ~ c d  & 3 Years Lirn~ted 
Hardware Warranty' 

.Dell morrtorr Me i t1 Wamvnde lor Z wrecutlve years 
RepQ( (2013 and 20141 WOGlYIW115 
" Regalered n US aul CdMda drily 

For a COW d the hmed Hanhva'e Warramy wnle Oell USA LP At 
see eel1 camlwananty 

'/\dvwreo E ~ h s n g t  S m e  Replacement psrtlurwl dlspal 
Fee chsrgea la labre lo return aelectm unt Avad~Dbty 

'EPEAT Gold regstereo m the US EPEAT rcgrrtrdlvur ares 
'Cch wl ( w a l l  a bared on CIE1976 (85%) and CIE 
I)l&yPat 12 - SuwlsHKJn &I Rate 2 IHBR21 aod Multt- ree em 
3D slnw IrsnS(X.t and HER iHqh blt rate1 aualo 

Based on AdUA15000185 dell cornlrnon~tors 
Product avalbbillty vanes by counlry Please conlact your Dell represenlauve for more ~nformalion 



Chassis Tower 

Dimensions 13.8 x 6.1 x 10.8 I 
(H x W x D) (incheslcm) 35 x 15.4 x 27.4 

Min. Weight (Ibslkg) 17.49 1 7.93 

Number of Bays 1 internal 3.5" HDD 
(convertible to 5.25" 
ODD) 
2 internal 2.5" HDD 
1 internal slim ODD 

Expansion Slots 

Power 
Unit (PSU) 

Small Form Factor Micro 

1 1 . 4 ~ 3 . 7 ~  11.51 7.2 x 1.4 x 7.0 I 
29.0 x 9.26 x 29.2 18.2 x 3.6 x 17.8 

11.57 15.26 2.60 11.18 

1 internal 3.5" HDD 1 internal 2.5" bay 
(convertible to 2 2.5" 
HDD) 
1 internal slim ODD 

1 full height PCle x16 
1 full height PCle x16 
(wired x 4) 
1 full heiaht PCle x l  

1 half height PCle x16 1 M.2 (22x30mm) 
1 half height PCle x4 1 M.2 (22x80mm or 
(open ended) 22x42mm) 
1 M.2 (22x80mm or 

1 full height PC1 22x42mm) 
1 M.2 (22x80mrn or 
22x42mm) 

240W typical 85% 
Efficient PSU (80 PLUS 
Bronze) ENERGY STAR 
complaint, Active PFC 
240W typical 92% 
Efficient PSU (80 PLUS 
Platinum); ENERGY 
STAR complaint, 
Active PFC 

180W typical 85% 
Efficient PSU (80 PLUS 
Bronze) ENERGY STAR 
complaint, Active PFC 
180W typical 92% 
Efficient PSU (80 PLUS 
Platinum); ENERGY 
STAR complaint. 
Active PFC 

65W external adapter 
with 87% minimum 
average efficiency 
for use with 35W 
processors, 130W 
external adapter with 
87% minimum average 
efficiency for use with 
65W processors 

Essential Accessories 
,- - 

OptiPlex 7050 Tower. Small Forrrl Factor arid Micro 

Dell OptiPlex Dell OptiPlex Micro Dell OptiPlex Micro 
Small Form Factor All-in-One Stand DVD+/-RW 
All-in-One Stand Drive Enclosure 

Dell Pro Stereo 
Headset UC350 

Dell OptiPlex Tower 
or Small Form Factor 

Cable Cover 

Dell Wireless 
Keyboard and 
Mouse KM636 

Dell OptiPlex Micro Dell OptiPlex Micro 
VESA Mount All in One Mount for 

E-Series Displays 



Versatile business desktops designed 
for ultimate performance. 

OptiPlex 7050 Tower, Small Form Factor and Micro 

Discover professional class desktops at wmn.dell.conrl0ptiPIex 

1. Offering and availability may vary by region. Offering may vary by region. Some items available after product introduction. For complete details, refer to the Technical Guidebook 
published on detl.com. 

2. Syslem Memory and Graphics: Significant system memory may be used to support graphics, depending on system memory size and other factors. 
3. 4GB or Greater System Memory Capability: A 64-bit operating system is required to support 4GB or more of system memory. 
4. Storage: GB means 1 billion bytes and TB equals 1 trillin bytes; acluat capacity varies wilh pretoaded material and operating environment and will be less 
5. PSU: This form fador utilizes a more efficient Adive Power Factor Corredion (APFC) power supply. Dell recommends only Universal Power Supplies (UPS) based on Sme Wave 

output for APFC PSUs, not an approdmation of a Sine Wave, Square Wave or quasi-Square Wave (see UPS lechnical specifications). If you have questions please conlad the 
manufadurer to confirm the output lype. 

6. TPM: TPM is not available in all regions. 
7. Abwlute Data 8 Device Security (formerly Cornputrace): Nola Dell offer. Certain conditions apply. For full details, see terms and conditions at www.Iojackforlaptops.com 
8. Systems Management Options: 

InteP vPm Technology - Fully ~Pm-capable at poinl of purchase: the vPm systems management option requires vPro pmcessors. Includes support for Intel Advanced Management 
Technology (AMT) 11 .o. 
InteP Standard Manageability - Fully enabled at point of purchase. lhe Intel Standard Management option is a subset of the AMT features. ISM is not upgradeable to vPro 
technology post-purchase. 
No Out-of-Band Systems Management -This oplion entirely removes Intel out-ofaand systems (000) management features. The system can stilt supportj 

- 

0 0 0  management support through AMT cannot be upgraded post-purchase. U 1. 
9. Please refer to www.epeal.net fw spedfic country registration rating and parkipation. 
10. OpliPlex 7050 Miao is brominated mme retardant free (BFR-free) and poiylvlnyl chloride free (PVC-free): meeting lhe definition of BFR-IPVC-f 

Statement on VN) 'Definition of LowHatogen Electronics (BFR-ICFR-IPVC-free)'. Plastic parts conlain less than 1.000 ppm (0.1%) of bromine ( 
than 1.000 ppm (0.1%) of chlorine (if the CI source is from CFRs or W C  or PVC copolymers). All printed circuit board (PCB 
less than 1.500 ppm (0.15%) wilh a maximum chlorine of 900 ppm (0.09%) and maximum bromine being 900 ppm (0.09%). 

11. Limited Hardware Warranty: For copy of Ltd Hardware Warranty, write Dell USA LP. Ann: Warranties. One Dell Way. Round 
12. Onsite Service aRer Remote Diagnosis: Remote Diagnosis is determination by onlmelphone technician of cause of issue; m 

multiple or extended sessions. If issue is covered by Limited Hardware Warranty (~.delI.COIn/~atTanty) and not resolved 
within 1 business day following completion of Remote Diagnosis. Availability varies. Other conditions apply. 

13. Availability and terms of Dell Services vary by region. For more information, visit www.dell.com/servicedescriptions. 
14. Particular versions of Miisof f  Wlndows may not suppoll the full Bluetooth 4.2 fundionality 
15. For a complete listing of dedarations and cartificetins. refer to the Dell Regulatory and Environmental Datasheet found in the Manuals seclion of Prod 

hnpJ~.dell.com/supporVhome/us/en/l9. 
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Versatile business desktops designed 
for ultimate performance. - - 

OptiPlex 7050 Tower, Small Form Factor and Micro 

Intel.. 7th wnemtion ~ p r m m  with 
optional vPm- alkaw far the fastesf 
QptiPliex yet 

Easy access 
Tool-less design and simple removeable ' I side panel to service and expand 1 
with ease 

I M~lprablg m p a o t  das'igns allow yau 
Ilg mttimbe ~sdlr efiwlmment with 
wsbm mmnh md stands 

Serious security 



Feature 

Processor1 

Features & Technical Specifications 

Chipset 

Operating System1 

Graphics Options2 

7050 TowerISmall Form FactorlMicro Technical Specifications 

Inter 7th generation Corem i3 Dual Core, CoreTM i5i7 Quad Core (up to 65W); 
supports Wlndows 1 0lLinux 
Inter 6th generation CoreTM i3 Dual Core, CoreTM i5i7 Quad Core (up to 65W); 
supports Windows 718.11101Linux 

Inter Q270 Chipset 

MicrosofP Windows 7 Pro (32164-bit) with Windows 10 Pro License 
(requires Inter 6th generation processors) 
MicrosofP Windows 7 Embedded (OEM only) 
MicrosofP Windows 10 Home (64-bit) 
MicrosofP Windows 10 Pro (64-bit) 
MicrosofP Windows 10 Embedded (OEM only) 
UbuntuQ 16.04 LTS (64-bit) 
Neokylinw v6.0 (China only) 

lntegrated Inter HD Graphics 6101630 (Inter 7th generation processors) 
lntegrated Inter HD Graphics 5101530 (Inter 6th generation processors) 
Supports optional discrete graphics TowerlSmall Form Factor: AMD RadeonTM R5 430 1GBI2GB, 
AMD Radeonm R7 450 4GB 

4 DlMM slots TowerlSmall Form Factor, 2 SODIMM slots Micro. Maximum memory is 64GB on TowerlSmall 
Form Factor, 32GB on Micro. Non-ECC dual-channel 2400MHz DDR4 SDRAM (2133MHz performance on 
InteP 6th generation processors) 

Networking TowerlSmall Form Factor: Integrated Inter i219-LM Ethernet LAN 10110011000; supports optional PCle 
Note: The integrated Inter i219-LM 10110011000 network card; optional wireless: Inter 8265 802.11ac+ Bluetooth 4.214 card 
Ethernet or Inter 8265 wireless card 
is required to support Micro: lntegrated lnteP i219-LM Ethernet LAN 1011 00/1000; 
Technology optional wireless Inter 8265 M.2 802.11ac +Bluetooth 4.214 card 

110 Ports 

Security Options 

Storage4 Options 
(internal) 

Removable Media Options 

Systems Management 
Options8 

TowerlSmall Form Factor: 10 External USB: 6 x USB 3.1 Gen 1 (1 USB Type-CTM for data only and 1 
Type-A front/4 Type-A rear) and 4 x USB 2.0 (2 Type-A fronu2 Type-A rear - 1 front with PowerShare); 
4 Internal USB 2.0; 1 RJ-45; 1 Serial; 2 Display Port 1.2: 1 HDMl 1.4; 2 PSl2; 1 UAJ. 1 Line-out; 1 VGA 
(optional) 

Micro: 6 External USB 3.1 Gen 1 (1 USB Type-CTM for data only and 1 Type-A fronth Type-A rear - 1 front 
with PowerShare); 1 RJ-45; 1 HDMl 1.4; 1 Display Port 1.2; 1 UAJ (front); 1 Line-out (front); 
additional Display Port 1.2 (optional); 1 VGA (optional); Serial+PS2 (optional); Serial (optional) 

Trusted Platform Modules TPM 1.2 or 2.0. Dell Data Protection1 Encryption, Microsofl Windows Bitlocker, 
Local HDD data wipe via BlOS ("Secure Erase"), Encryption - SED HDD (Opal FIPS), Chassis lock slot 
support, Lockable Port Cover, Chassis Intrusion Switch, D-Pedigree (Secure Supply Chain Functionality), 
SetuplBlOS Password, Optional Smart Card keyboards, lnteP Trusted Execution Technology, 
lnteP Identity Protection Technology, firmware support for optional Absolute Data & Device Security ( 
formerly Cornputrace)', Intel Software Guard extensions 

Hard disk drives: up to 2TB Environmental, Ergonomic, Environmental Standards (em- 
Solid State Drives: up to 1TB 8 Regulatory Standards labels): ENERGY STAR 6.1 
Supports Hybrid, Opal SED FIPS, qualified, EPEAT Registered9. 
M.2 SATA Solid State Drive TCO Certified, CEL. W E E ,  
and M.2 PCle Solid State Drive Japan Energy Law, South Korea 
RAID 0 8 1 support on select E-standby, South Korea Em-label, 
configurations (TowerlSmall Form EU RoHS, China RoHS14. Please 
Factor only) see your local representative or 
Dual storage support www.dell.com for specific details. 

Supports optional optical disc drives 
and media card reader 
(TowerlSmall Form Factor only) 

Dell Client Command Suite for in- Warranty 
band systems management, IntelQ 
Standard Manageability or 
InteP vProm for out-of-band 
systems management 




